
ENGINE OUTPUT:	 226 kW / 310 hp 
WEIGHT:		  45 mt / 100 000 lb
REACH:	 16-17,9 m / 52-58 ft
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Our guiding stars are essential when we produce our ultimate cargo handler adapted for loading/discharging 

vessels and handle goods in terminals and industries. 

PERFORMANCE equals high productivity. We believe high productivity is achieved by an efficient cargo 

handler with maximum uptime. A strong, fast and easily maneuverable cargo handler, reliable Caterpillar com-

ponents and a well-organized service supplier makes the MultiDocker just that – highly productive. 

OPERATORS COMFORT the operator should be able to operate the cargo handler to its maximum  

capacity in a safe and comfortable environment. In order to do that, the cabin environment must be highly deve-

loped; for instance the cabin needs to be stable, comfortable and the control system must allow the operator to 

feel like the cargo handler is like an extension of his own arms. 

ECONOMY the performance and the operators comfort added together equals ”economy”. We strive to 

make our customers’ overall economy as competitive as possible and to do so we also offer advantageous 

financing solutions and the Caterpillar certified rebuild program.

35 years experience of operating terminals and 
loading/discharging vessels with hydraulic cargo 
handlers.

35 years experience of developing, designing 
and manufacturing hydraulic cargo handlers.

Partnership with Caterpillar since 1998 & 
partnership with the major European Caterpillar 
dealers since 2008

MultiDockers products are mainly made of 
Caterpillar components, complemented with our 
own innovations that has been developed by 
many years of experience within the port and 
terminal industries

+ World leading manufacturer of construction 
machines and diesel engines.

Has developed, designed and manufactured 
machines for more than 80 years.

Dealer network in 200 countries guarantees 
optimized access of spare parts and service.

Every day more than 5 million USD are used for 
research and development

Choosing MultiDocker means that you also 
choose Caterpillar and your local Caterpillar 
dealer

CATERPILL AR

Together with Caterpillar, MultiDocker are able to present one of the most modern, 

efficient and powerful product portfolios in the world! We set the standard for meeting 

our customers technical needs for the future by continuously developing new designs, 

testing criteria, improving performance characteristics, and enhancing our service 

and support offerings!

ABOUT US

GUIDING STARS
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+ PURCHASE
Consider the financing options available as well as day to day operating costs. This is also the time to look 
at dealer services that can be included in cost of the machine to yield lower equipment owning and operating 
costs in the long run.

24/7/365 SERVICE
Repair option programs guarantees the costs of repairs up front. Diagnostic programs help you avoid unsche-
duled repairs.

24/7/365 SPARE PARTS
You will find nearly all parts at your local dealer parts counter. Cat dealer utilize a worldwide computer network 
to find in-stock parts to minimize machine downtime. You can save money with Cat remanufactured compo-
nents.

OPERATION
Improving operating techniques can boost your profits. Your Cat dealer and MultiDocker have videotapes, literature 
and and other ideas to help you increase the productivity, and offers operator training classes to help maximize the 
return on your investment. 

CUSTOMER SUPPORT AGREEMENT
Cat dealers offer a variety of product support agreements, and work with customers to develop a plan to meet 
specific needs. These plans can cover the entire machine, including attachments, to help protect the custo-
mer’s investment.

CAT EQUIPMENT PROTECTION
Plans Your original Cat® warranty provides months of worry-free operation, but your machines are designed 
for years of productivity. Fortunately, the cost of unexpected repairs can be controlled—with a Cat Equipment 
Protection Plan.

S.O.S
By enrolling in the S•O•S Services Program, a routine oil sampling interval can be established to build-up a trend 
of data over time. That trend allows you to compare sample history and more easily identify deviations from the 
normal trend. This consequently adds value to the data interpretation process with more meaningful recommen-
dations and recommended actions.

CATERPILLAR PRODUCT LINK
Product Link is a satellite based system that up load important information about your MultiDocker on the 
internet. This gives you the possibility to control and evaluate the performance of your machine. It is also an 
important link between your MultiDocker and your service provider, your local Caterpillar dealer. 

SERVICEABILITY
The F-series machines offer greatly improved serviceability compared to its predecessors. Routine mainte-
nance points like grease fittings, fuel and oil filters, and fluid taps are conveniently grouped and safely reached 
behind wide service doors from wide, slip-resistant catwalks. A fuel tank drain cock also simplifies evacuating 
water and sediment to protect the fuel system, and an integrated fuel level indicator reduces the prospect of 
overfilling.

www.cat.com/maintenance-and-support

SERVICE

+

+

+

+

+

+

+

+



Th
is

 d
oc

um
en

t a
nd

 it
s 

co
nt

en
ts

 a
re

 th
e 

ex
cl

us
iv

e 
pr

op
er

ty
 o

f M
ul

tiD
oc

ke
r C

ar
go

 H
an

dl
in

g 
A

B 
an

d 
m

ay
 n

ot
 b

e 
co

pi
ed

, 
re

pr
od

uc
ed

, t
ra

ns
m

itt
ed

 o
r c

om
m

un
ic

at
ed

 to
 a

 th
ird

 
pa

rty
, o

r u
se

d 
fo

r a
ny

 p
ur

po
se

 w
ith

ou
t w

rit
te

n 
pe

rm
is

si
on

.

Released

Date DateDate

Drawing No. Sheet Issue

Weight

Scale

First angle

projection

 

ISO 128:1982

Designed Checked

 

 

CH70 Base machine
 

N/A

 1 / 1 1

MultiDocker Cargo Handling AB
Norrköping, Sweden

www.multidocker.com

JOK

2013-02-20

100528

 

 

GENERAL TOLERANCES
Weld.construct
SS-ISO 5817    Class C

Castings
ISO 8062-CT12

Threads
ISO 965-6H/6g

Linear and angular dimensions:
Machined with cutting tools (does not include sawing) SS-ISO 2768-1-m

Machined with non-cutting tools (includes sawing) SS-ISO 2768-1-v

Broken edges, angular dimensions and sheet metal bending SS-ISO 2768-1-cSharp Edges Broken

Unless anything else is stated on the drawing

TOOLS CABIN

CABIN ELEVATOR INDUSTRIAL, CEI
7.5 ft / 2300 mm

UNDERCARRIAGE

BASE MACHINE

BOOM & STICK

THE  SOLUTIONS

A proper cabin environment generates 
good comfort and increases efficiency. 
The MultiDocker cabin solution reflect 
powerful and exceptional design, 
which creates a stable and unaffected 
environment during full production 
and heavy lifts.

The boom and stick is designed for multi purpo-
se use. As an option we can offer a quick relea-
se coupling making the change between different 
work tools convenient and quick. 

WHEELS
This premium product is based 
on a real heavy-duty-undercarriage. 
The axels are robust, wheels are big 
and solid and the outriggers are 
strong. The design can withstand 
tough conditions. 
The CH600F design also allows 
the machine to be folded and 
transported on, for example, a 
truck.

TRACKS
When delivering a CH600 on 
tracks it comes with grease lubri-
cated tracks. The track links are 
assembled and sealed with grease 
to decrease internal bushing wear, 
reduce travel noise and extend 
service life thus lowering operating 
costs.

52 FEET 58 FEET

LOG GRAPPLES

GRAPPLES

CLAMSHELL BUCKETS

The base machine of the MultiDocker pro-
ducts are produced by CAT. CAT deliver the 
base machine to our facilities in Europe or 
South America where the machine is modified 
and supplemented by undercarriage, front 
end and a cabin solution, Our ”plug and play” 
method is efficient, cost-effective and facili-
tates convenient transportation to customers 
worldwide.

SCRAP MAGNETS

AND OTHER OPTIONS

Material handlers from MultiDocker are based on 
MultiDockers high quality machine parts and 
components from Cat. Not only does this result in top 
quality machines, it also means the support of a world 
class service organisation 24 x 7 x 365. 

With a premium machine, immediate support, fast 
spare part deliveries and beneficial service agreements 
– owning a MultiDocker is safe and profitable.

UPTIME IS MONEY - DOWNTIME IS COST
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GENERAL TOLERANCES
Weld.construct
SS-ISO 5817    Class C

Castings
ISO 8062-CT12

Threads
ISO 965-6H/6g

Linear and angular dimensions:
Machined with cutting tools (does not include sawing) SS-ISO 2768-1-m

Machined with non-cutting tools (includes sawing) SS-ISO 2768-1-v

Broken edges, angular dimensions and sheet metal bending SS-ISO 2768-1-cSharp Edges Broken

Unless anything else is stated on the drawing

CABIN ELEVATOR INDUSTRIAL, CEI
8.8 ft / 2700 mm

Information in this brochure is subject to change without notice



TECHNICAL  DATA
Base machine (Caterpillar)
Weight (mt)
Maximum reach

Model
Net power
Bore 
Stroke
Piston displacement

Max. flow, working pumps
Max. flow, swing pump (l/min)
Max. pressure, main circuit
Max. swing

CAT 336
45 mt / 100 000 lb
17,9 m / 58 ft

CAT C9.3 ACERT
226 kW / 310 hp
115 mm / 4,5 inches 
149 mm / 5,9 inches
9,3 l / 2,11 gal

150,58 gal/min
73,7 gal/min
5 511 psi
4 061 psi

Base information

Engine (diesel)

Hydraulic system

Undercarriage

Volumes
Fuel tank
Cooling system
Swing drive – drive (each)
Hydraulic system incl. tank
Hydraulic tank

620 l / 136,38 gal
43 l / 9,46 gal
19 L / 4,18 gal
380 l / 83,59 gal
175 l / 38,49 gal

DIMENSIONS

Wheel based
Stabilizers
Axles
Tires
Drive
Brake

Max. speed (km/h)

MultiDocker CH600
4-point outriggers
Kessler
16.00-25
Four wheel drive
Dynamic friction hy-
draulic braking
11 km/h / 6,84 mph

With a MultiDocker you can do your cargo handling with half the effort and twice the turnover. The CH600 has 
excellent control, impressive lift capacity, simplified service and a comfortable operator station to increase your 
productivity and lower operating costs.

Our flexible solutions makes you able to load or unload logs, bags, scrap, rocks, gravel, and most kinds of bulk and 
general cargo.

Max width outriggers up: 	 10 ft
Max width outriggers down: 	18 ft

38
50

6650

13900/14900

3250
5030
5700

52 FT 58 FT

45 ft 48 ft

21 ft

12
 ft

10 ft
16 ft
18 ft

Information in this brochure is subject to change without notice



L IFT ING CAPACITY
®

REACH 52 ft

The lifting capacities are measured at 360° in the stick end-joint. The above values have been calculated in compliance with ISO 
10567:2007. They do not exceed 87% of the hydraulic lifting capacity or 75% of the tipping load, with the machine on firm, level ground. 

66 ft

59 ft

52 ft

46 ft

39 ft

33 ft

26 ft

20 ft

13 ft

7 ft

0

59 ft      52 ft        46 ft         39 ft        33 ft       26 ft        20 ft        13 ft         7 ft           0

22 267 lb17 196 lb

17 417 lb 21 385 lb

16 314 lb 18 519 lb 21 164 lb

12 125 lb 16 535 lb 18 739 lb 21 605 lb

14 771 lb 16 755 lb 19 401 lb 22 928 lb 27 999 lb

14 771 lb 17 196 lb 20 062 lb 24 471 lb 31 526 lb

14 771 lb 17 196 lb 20 723 lb 26 015 lb 34 833 lb

14 110 lb 17 196 lb 20 944 lb 26 455 lb 23 810 lb

13 228 lb 16 535 lb 20 283 lb 25 574 lb 17 637 lb

Information in this brochure is subject to change without notice



®

REACH 58 ft

The lifting capacities are measured at 360° in the stick end-joint. The above values have been calculated in compliance with ISO 
10567:2007. They do not exceed 87% of the hydraulic lifting capacity or 75% of the tipping load, with the machine on firm, level ground. 

L IFT ING CAPACITY

66 ft

59 ft

52 ft

46 ft

39 ft

33 ft

26 ft

20 ft

13 ft

7 ft

0

59 ft      52 ft        46 ft         39 ft        33 ft       26 ft        20 ft        13 ft         7 ft           0

16 314 lb

16 314 lb 24 471 lb

17 196 lb16 314 lb

16 094 lb

10 803 lb 19 180 lb

15 212 lb9 480 lb 16 976 lb 19 401 lb

13 448 lb 14 991 lb 16 976 lb 19 621 lb

11 023 lb 13 448 lb 15 212 lb 17 417 lb 20 283 lb

11 905 lb 13 669 lb 15 653 lb 18 078 lb 21 605 lb 26 896 lb

11 905 lb 13 669 lb 15 653 lb 18 960 lb 23 149 lb 29 983 lb 43 651 lb

11 684 lb 13 889 lb 19 621 lb 32 849 lb 6 614 lb

13 669 lb

15 873 lb 24 251 lb10 582 lb 13 007 lb 19 401 lb 12 787 lb

11 684 lb 25 133 lb19 842 lb

Information in this brochure is subject to change without notice



We didn’t invent the MultiDocker and start the company to make money. We invented the MultiDocker to do a job, for us. Because we were 
dock-operators ourselves, we knew just what’s needed. We sat down and said to ourselves: if we could invent exactly the right machines to 
do the jobs we need, what would it look like? How would it work?

And with a long process of experimentation, we devised the MultiDocker CH - a machine that’s mostly standard, tried- and-tested, ultra-
reliable Caterpillar components. We wanted high efficiency, fast performance, faultless reliability, high machine availability and a long 
Low-cost working life. So we built it, and it worked. Over the years we have developed the products Further and increased our portfolio and 
our number of partners. Today we are proud to offer world leading products and services to customers in many industries all over the world. 

WELCOME TO CONTACT US or visit our website for more information!

GETS THE  JOB DONE!

MultiDocker Cargo Handling AB 
Saltängsgatan 15
SE-602 22 Norrköping, Sweden

Phone 	 +46 (0)11 450 30 00
E-mail: 	 info@multidocker.com
Web:	 www.multidocker.com

+


